
PROJECT NAME IAQ Flushout – Prior to occupancy

They PROJECT NAME was flushed out with outside air prior to occupancy and after all construction activities were completed and all interior finishes and furniture installed. Construction activities were finalize on INSERT DATE and occupancy is expected to occur on INSERT DATE.

The flushout occurred starting on INSERT DATE and ran for INSERT NUMBER OF DAYS, and was completed on INSERT DATE

All AHUs were operated at INSERT CORRECT PERCENTAGE % outside air and ran for INSERT NUMBER OF DAYS days. System settings ensure air temperatures did not exceed 78 degrees F and relative humidity did not exceed 60%. UPDATE WITH ACTUAL TEMPERATURE AND HUMIDITY SET POINTS

INSERT CHART OF CALCULATIONS DETERMING FLOW RATES AND RUN TIME FROM ATTACHED SPREADSHEET.

	Gross Floor Area
	75,000 ft²
	
	

	Required Flush-out Air Volume
	1,050,000,000 CF
	
	

	
	
	
	
	

	
	
	
	
	

	Item
	Equipment
	Design O.A Intake flow
	Operating Capacity
	Realized Flow 

	
	
	CFM
	
	CFM

	1
	AHU1
	                                  10,000 
	100%
	                             10,000 

	2
	AHU2
	                                  12,000 
	100%
	                             12,000 

	3
	AHU3
	                                  12,000 
	100%
	                             12,000 

	4
	AHU4
	                                  14,000 
	100%
	                             14,000 

	5
	AHU5
	                                  20,000 
	100%
	                             20,000 

	
	
	
	
	

	
	
	
	Total  OA CFM
	                             68,000 

	
	
	
	Duration of flush
	11 Days





All filters were replaced prior to the flushout starting, and replaced again prior to building turnover and all outside air systems were reset to original design settings. 

